
Analytica Chimica Acta 507 (2004) 11–26

Review

Integrated microfluidic devices

David Erickson, Dongqing Li∗

Department of Mechanical and Industrial Engineering, University of Toronto, 5 King’s College Road, Toronto, Ont., Canada M5S 3G8

Received 6 August 2003; accepted 3 September 2003

Abstract

“With the fundamentals of microscale flow and species transport well developed, the recent trend in microfluidics has been to work towards
the development of integrated devices which incorporate multiple fluidic, electronic and mechanical components or chemical processes onto
a single chip sized substrate. Along with this has been a major push towards portability and therefore a decreased reliance on external
infrastructure (such as detection sensors, heaters or voltage sources).” In this review we provide an in-depth look at the “state-of-the-art” in
integrated microfludic devices for a broad range of application areas from on-chip DNA analysis, immunoassays and cytometry to advances
in integrated detection technologies for and miniaturized fuel processing devices. In each area a few representative devices are examined with
the intent of introducing the operating procedure, construction materials and manufacturing technique, as well as any unique and interesting
features.
© 2003 Elsevier B.V. All rights reserved.
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1. Introduction

Modern microfluidics[1] can be traced back to the de-
velopment of a silicon chip based gas chromatograph at
Stanford University[2] and the ink-jet printer at IBM[3,4].
Though both these devices were quite remarkable, the con-
cept of the integrated microfluidic device (which often fall
under the broad categories of labs-on-a-chip or miniaturized
total analysis systems) as it is known today was not devel-
oped until the early 1990s by Manz et al.[5]. Since that time
the field has blossomed and branched off into many differ-
ent areas, for which a number of excellent general reviews
are available (e.g. biological and chemical analysis[6–8],
point-of-care testing[9], clinical and forensic analysis[10],
molecular diagnostics[11] and medical diagnostics[12]).

An integrated microfluidic device incorporates many of
the necessary components and functionality of a typical
room-sized laboratory on to a small chip. An example is
presented inFig. 1, which shows a device with on-chip
temperature control and gradient generation for use with
heterogeneous DNA hybridization assays[13]. Originally
it was thought that the most significant benefit of these
lab-on-a-chip devices would be the analytical improvements
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associated with the scaling down of the size[5]. Further de-
velopment revealed other significant advantages including:
minimized consumption of reagents, increased automation,
and reduced manufacturing costs[14]. The latter of these has
been perhaps the most important advancement as the field
drifts from the relatively complex silicon and glass based mi-
cromachining originally developed in the electronics indus-
try, to much simpler techniques and other materials[15–18].
As these manufacturing technologies are further and further
advanced (both in terms of the potential complexity of an in-
tegrated device and the ease with which a simple prototype
can be made) in parallel with analytical needs, the devel-
opment of future integrated devices will inevitably be less
expensive and faster than ever before.

In this work we review the “state-of-the-art” in integrated
microfluidic technology from the beginning of the year 2000
to present (for earlier microfluidic devices or historical de-
tails, readers are referred to the comprehensive set of reviews
written by Reyes et al.[19] and Auroux et al.[20]). For the
most part we will focus on application-based devices and
prototypes (as opposed to works which simply demonstrate
an integrated technology or platform) for which significant
details on the operation and construction of the device are
available in journal publications (as opposed to overviews in
conference abstracts). These devices are grouped by specific
application areas.

0003-2670/$ – see front matter © 2003 Elsevier B.V. All rights reserved.
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Fig. 1. Integrated microfluidic device with precise on-chip temperature control and gradient generation for use with heterogeneous DNA hybridization
assays[13]. The device consists of a thin glass carrier with multiple integrated thin film heaters and resistance temperature devices (b) which is reversibly
sealed to a poly(dimethylsiloxane) (PDMS) cover containing the microfluidic channel structure. The chip packaging (a) integrates high voltage electrodes
for electrokinetic species transport and a printed circuit board interface for heater control and temperature measurement.

2. Integrated microfluidic devices for DNA
analysis

Driven largely by huge potential markets and thanks in
no small part to the Human Genome Project, of all the
areas into which microfluidics has been introduced, the
general field of DNA analysis has produced the most highly
integrated procedure chips[21]. Some of the first devices
concentrated on rapid and low power polymerase chain
reaction (PCR) through either a continuous flow proce-
dure (for example, the three temperature zone flow through
device presented by Martin et al.[22]) or batch (such as
the silicon microchambers of Daniel et al.[23]). Around
the same time others began to look at integrating several
stages of the analysis. Examples include Wilding et al.
[24] who presented a device that combines the PCR with
cell isolation, Burns et al.[25] who introduced a number
of microfabricated structures for DNA analysis, and others
who began the early work in combining PCR with capillary
electrophoresis (CE)[26,27]. In this section we examine
many of the recent advancements in on-chip PCR and DNA
analysis.

2.1. Polymerase chain reaction (PCR)

PCR typically constitutes a key stage in a complete DNA
analysis. There are several PCR based microfluidic devices
which have been recently introduced. Liu et al.[28] pre-
sented a rotary microfluidic chip for rapid PCR cycling,
constructed using a multi-layer poly(dimethylsiloxane)
(PDMS) elastomer with control channels (to actuate peri-
staltic pumping and control valves) in the upper layer,
fluidic channels in the middle layer and a bottom glass slide
layer which carried the integrated heaters (deposited via
a sputtering technique). The Temperature control was ac-
complished by calibrating current load on the heaters with
direct measurements of the in-channel solution temperature
using thermochromatic liquid crystals. The device could
be operated in a time-domain cycling mode (in which the
entire chip was heated and cooled), and a spatial-domain
mode (in which the solution was pumped in a circulatory
fashion between different on-chip temperature zones). The
spatial mode was found to be much faster.

West et al.[29] presented an annular continuous flow PCR
microreactor which pumped fluid through three temperature
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zones using an ac magenetohydrodynamic[30] where a body
(Lorenz) force is applied to the fluid continuum through the
interaction of the perpendicular electric and magnetic fields.
In this device electrodes were embedded in the channel walls
(which were machined either through bulk micromachining
in silicon or rapid prototyping in thick photoresist) and a
magnetic coil was located below the chip. The device was
shown to successfully amplify a 142 bp template.

Sun et al.[31] presented a continuous flow PCR de-
vice in glass. It consists of a single channel which con-
tinuously looped through two regions with integrated
indium–tin-oxide heaters to provide the temperature con-
trol. Direct measurements of the in-channel temperature
profile revealed a very uniform temperature distribution
and amplification of a 450 bp segment ofEscherichia coli
HB101 was successfully performed. A novel room temper-
ature bonding technique was also used and is discussed by
Sayah et al.,[32].

Based on some of their group’s previous work[33,34],
Yuen et al.[35] developed a microchip device which com-
bined sample preparation, one of the more practically
difficult aspects of on-chip DNA analysis, with PCR. Cell
isolation was accomplished using a weir type filter, built
directly into the silicon base (constructed using standard
photolithographic techniques), which served to trap cells
between it and the underside of the glass module. The
chip was set into another Plexiglas module that contained
the heating and cooling elements. In this work the authors
also described an interesting microfluidic design process
whereby flow patterns and delivery mechanisms are tested
in macroscale models.

2.2. Integrated PCR and separation based detection

Lagally et al. [36] presented a highly integrated glass
device for performing multiple (eight) PCR and capillary
electrophoritic analyses on-chip. The fluidic channels, CE
channel and PCR reactor (which comprised the major com-
ponents of the device) were etched in a glass wafer using
a standard HF etching technique. Submicroliter amounts of
reactant were pneumatically pumped into the reaction cham-
ber using a unique valve/vent manifold system. Heaters and
thermocouples were then taped to the back of the device
(except for a specially constructed deep channel version
where a thermocouple was inserted directly into the channel
through the valve structure). After PCR, the products were
injected into the CE separation channel that contained the
separation medium (introduced earlier via syringe pump).
The device demonstrated very rapid thermal cycling (30 s
per three stage cycle)[37] and demonstrated the potential
for single template PCR analysis[38].

Khandurina et al.[39] also demonstrated on-chip PCR
and CE in a conventional cross microchannel chip by at-
taching a pair of Peltier type thermoelectric heating/cooling
elements over the reactant reservoir, performing cycling at a
rate of approximately 1 cycle/min, and separating the prod-

ucts via traditional on-chip CE. A more advanced version
incorporated a unique on-chip concentration scheme (fabri-
cated directly into the glass chip) in which a porous glass
wall was integrated into the double T injector arrangement
which allowed buffer solution to pass, but forced the larger
DNA molecules to accumulate in the sample plug.

Rodriquez et al.[40] demonstrated the practical integra-
tion of a silicon based�PCR device with a standard glass
cross microchannel chip for capillary electrophoresis. The
PCR device consisted of a silicon base anodically bonded to
a glass top substrate with embedded aluminum heaters and
thermocouples. The high thermal conductivity of the silicon
allows for very uniform temperature profiles (±0.3◦C) and
fast thermal cycling (as low as 16 s/cycle in some cases).
More information on the specifics of the reactor design is
available in[41]. Pressure driven flow was used to trans-
port the PCR products from the reactor to the coupled (via
a PDMS gasket) CE chip. The device was shown to resolve
DNA fragments that differed in size by 18 bp, and was used
to analyze genomic DNA from chicken and pigeon species.

Also of interest is the PDMS/Glass combined PCR and
capillary gel electrophoresis device presented by Hong et al.
[42]. Here a reaction well was cycled using a Peltier type
heater/cooler (at a rate of about 1 cycle every 2 min) prior
to the sample being introduced into the separation chan-
nel. Ueda et al.[43] presented a poly(methyl methacrylate)
(PMMA) device, manufactured by a LIGA (LIGA being a
German acronym for lithography, electroplating and mold-
ing, i.e. lithographie, galvanoformung und abformung) pro-
cess using synchrotron radiation, with an integrated PCR
reaction vessel and capillary array electrophoresis system
for ultrafast DNA analysis. Several groups, for example
McCaman et al.[44] and Sohnia et al.[45], have also made
use of the commercially available Agilent 2100 Bioanalyzer
chip [46]. The disposable glass chip and associated chip
reader allows the automatic separation, quantification and
sizing of the DNA fragments. He et al.[47] presented an
integrated capillary based device for conducting all steps in
a DNA analysis of cheek cells.

2.3. Integrated DNA hybridization

Liu et al.[48] introduced a disposable microfluidic device,
fabricated in polycarbonate plastic by CO2 laser microma-
chining, which integrated PCR amplification with DNA hy-
bridization onto a “credit card” sized substrate, seeFig. 2.
The high temperature required for polycarbonate bonding
(139◦C) necessitated that oligonucleotide spotting was done
afterwards and thus that section of the device was sealed by
an adhesive tape. Species transport in the device was accom-
plished via an external syringe pump in combination with a
series of on-chip Pluronic valves which hardened in place
at room temperature and liquefied (such that they could no
longer hold pressure) when cooled to 5◦C. Thermal cycling
and valve control were accomplished using a series of Peltier
thermoelectric devices. The hybridization detection of both
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Fig. 2. Monolithic integrated polycarbonate DNA assay device. Serpen-
tine PCR channel (PCR), hybridization channel (HC), Pluronics valves
(V1–V4), Pluronic traps (T), hydrophobic air-permeable membrane (M),
PCR reagent loading holes (SL), sample driving syringe pump P1,
waste-withdrawing syringe pump (P2), and wash syringe pump (P3).
Reprinted from[48] with permission.

E. coli and Enterococcus faecaliswere demonstrated. De-
tails of the sensitivity of the PCR in the polycarbonate mi-
crosystem were presented by Yang et al.[49].

Anderson et al.[50] presented a 40 mm× 70 mm highly
integrated microfluidic device for automated multi-step ge-
netic analysis. This device was made from polycarbonate
using conventional computer machining techniques and was
used in the detection of mutations in the HIV genome. The
chip was shown capable of extracting and concentrating
nucleic acids from aqueous samples, performing chemical
amplification, enzymatic reactions, metering and mixing,
and hybridization to GeneChip® oligonucleotide microar-
rays [51]. Species transport was accomplished pneumati-
cally and hydrophobic vents and mylar/silicon valves (also
pneumatically actuated) are also integrated into the chip.

Lenigk et al.[52] presented an integrated DNA hybridiza-
tion biochip consisting of a single polycarbonate channel
(etched by CO2 laser) coupled with a Motorola E-sensor
chip [53] which allowed for continuous monitoring of the
rate of hybridization at the spotted locations. An oscillation
pump was also incorporated into the device to provide some

convective mixing of the solution phase targets (which were
otherwise stationary) in order to enhance the normally diffu-
sion limited hybridization rate. Also of interest in this work
is the detailed numerical modeling of the hybridization re-
action on such biochips.

Fan et al.[54] presented a glass microfluidic chip for
performing dynamic DNA hybridization (DDH) on param-
agnetic beads which were incorporated into the device and
held in place via an external magnet. Target samples were
introduced into the 8-channel structure pneumatically, and
integrated heaters enabled dehybridization to allow for sub-
sequent samples to also be tested. Channels were etched in
the device using standard photolithographic procedures and
the device was assembled using a modified anodic bonding
technique[55].

Lee et al.[56] developed a silicon/glass based microchip
which coupled PCR with sequence-specific electrochemical
detection. In this device probes were immobilized on elec-
trodes patterned on the glass substrate which was bonded
to the 8�l reaction chamber formed in a silicon substrate.
The “on-line”, integrated nature of the device, along with
the observed detection limits on the order of a few hundred
copies, makes it a promising technology for portable DNA
analysis systems. Also of interest from this group is an ear-
lier device that combined PCR with microarrays[57].

2.4. Other devices of interest

Huang et al. [58] presented a unique device which
consisted of a series of microchannels with integrated mi-
croscale posts, which served as a sieving matrix for contin-
uous flow fractionation of DNA molecules. This was touted
as a replacement for pulse-field gel electrophoresis due to
orders of magnitude decrease in the running time. Also of in-
terest are other microfabricated devices by this[59] and other
groups[60], which further explain this device and describe
the entropic trapping method used here for DNA separation.

Bruckner-Lea et al.[61] described the development of an
integrated DNA purification and PCR amplification system
configured specifically for environmental sample analysis.
Tang et al.[62] presented a glass device for demonstrat-
ing on-chip cycling probe technology (an isothermal signal
amplification technique for specific DNA sequences). Wolfe
et al.[63] and Breadmore et al.[64] presented a silica-based
solid-phase extraction system suitable for incorporation into
a microchip platform that would find utility in a variety of
genetic analysis protocols, including DNA sequencing.

3. Devices for separation based detection

As mentioned above, due to the shorter analysis times
and potential for more theoretical plates[5], one of the
first major applications of modern microfluidics was sepa-
ration based on electrokinetic processes. An excellent, all
encompassing paper covering the fundamentals of capillary
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electrophoresis and the progress to that time was written
in 1996 by St. Claire[65]. More recently some excellent
reviews focusing on microchip based separations have been
published[10,66] as well as several papers which take an
in-depth view into some areas of particular interest includ-
ing: sample stacking[67], wall coatings[68], DNA analysis
[69], and amperometric detection[70]. In general the mech-
anisms of on-chip separation and techniques for performing
them are reasonably well understood. As such a large amount
of current research is directed towards integrating detection
mechanisms, or creating chips for highly parallel analysis.
Thus the following review will mainly focus on these areas.

3.1. General capillary electrophoresis

Paegel et al.[71,72] presented a microfabricated elec-
trophoretic bioprocessor for DNA sequencing, sample
desalting, template removal, preconcentration, and CE anal-
ysis. This highly integrated device has been optimized so
as to have as many as 384 separate lanes for capillary array
electrophoresis on a single chip[73]. The chip incorporated
a number of interesting channel features including low dis-
persion turns[74], and detection was done using a 4 color
rotary confocal scanner[75].

Sanders et al.[76] presented a PDMS device with inte-
grated high voltage electrodes for performing on-chip cap-
illary electrophoresis separations. The platinum electrodes
were cast directly into the elastomer prior to curing and the
sealed chip was formed by reversibly bonding the PDMS to
an etched glass plate. The chip was used to separate DNA
fragments and performed a molecular diagnostic analysis of
a variety of DNA samples for Duschenne Muscular Dystro-
phy and cytomegalovirus (CMV) infection.

Baldwin et al. [77] developed a glass CE chip, shown
in Fig. 3, which fully integrates electrochemical detection
and high voltage electrodes and is designed for use with
a portable system. The use of microfabrication techniques
to integrate permanent electrodes into the chip minimized
the number of manual operations required for operation and
reduced difficulties associated with variability in electrode
placement and geometry. A later article describes a portable
power supply for the chip[78].

A number of researchers have recently presented de-
vices that integrate contactless electrodes with a standard
CE chip. The non-contact approach allows isolation of the
detector from the separation voltages and has several op-
erational advantages including the elimination of bubble
formation associated with electrode solution contact. Licht-
enberg et al.[79] presented a novel method for integrating
electrodes into a glass CE chip. In this device electrodes
are separated from the buffer via a 15�m thick glass wall
which provides the necessary isolation. A lumped element
circuit model was also developed which accounted for the
additional capacitance of the glass walls and double layer.
Tanyanyiwa et al.[80] demonstrated contactless conduc-
tivity detection through a 1 mm thick substrate. Pumera

Fig. 3. (a) Photograph of a glass CE/EC microchip with integrated elec-
trochemical detection and high voltage electrodes, designed for use with
a portable system. The use of microfabrication techniques to integrate
permanent electrodes into the chip minimizes the number of manual op-
erations required for operation and reduces difficulties associated with
variability in electrode placement and geometry. (b) Magnified top view
of EC detection cell and electrodes. Reprinted from[77] with permission.

et al. [81] also presented a chip with integrated contactless
conductivity detection which they used to detect a series of
cations and anions at limits as low as 2.8�M. The PMMA
chips were manufactured as per the procedure outlined by
Wang et al.[82] and the detection electrodes were con-
structed from aluminum foil strips embedded in the upper
cover plate. Also of interest is an earlier detection system
by this group based on thick film technology[83,84] and
the amperometric detection of organic peroxides[85].

Guijt et al. [86] presented a glass CE chip with an inte-
grated four electrode contactless detection system. A unique
manufacturing technique was developed for this device in
that the aluminum electrodes were embedded in a two-stage
trench (cut by reactive ion etching) in the Pyrex chip. The
first stage of the chip contained an aluminum electrode that
was then covered with a silicon nitride layer (or silicon car-
bide when a dielectric medium was required). The result-
ing planar surface enabled leak free bonding and eliminated
the difficulty associated with bonding glass substrates with
electrode interference. Further details on the manufacturing
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of this device were presented by Berthold et al.[87]. An ear-
lier version of the chip with an on-chip and on-column gal-
vanic contact conductivity detector was presented by Guijt
et al. [88].

Chen et al.[89] introduced a CE device with an integrated
palladium film decoupler along with a series of working
electrodes for amperometric detection. The decoupler served
to prohibit electrolysis of water (which tends to interfere with
the electrochemical signal) during CE. A hot wire imprinting
technique was used to form the microchannel structure in
the plastic substrate. Noise levels on the order of 15 pA were
observed when a 570 V/cm electric field was applied.

Martin et al. [90] also presented a PDMS based de-
vice with a series of four gold detection electrodes for
dual-electrode electrochemical detection. The device con-
sisted of a PDMS substrate reversibly bonded to a bottom
glass layer. The chip was shown to be useful for the selec-
tive monitoring of species undergoing chemically reversible
redox reactions. A carbon based dual-electrode device (also
fabricated in PDMS) has also been developed by this group
[91]. A similar integrated device[92] was used to monitor
mixing reactions in microfluidic devices. Wu et al.[93]
developed a PDMS/Glass CE-EC chip with an integrated
three electrode electrochemical detector and platinum film
decoupler for amperometric detection. Osbourn and Lunte
[94] presented a CE chip with an integrated cellulose ac-
etate decoupler. Zeng et al.[95] presented a microchip CE
with an integrated electrochemical detection cell.

Also of interest is the CE chip described by Trum-
bull et al. [96] that is equipped with an integrated planar
radio-frequency detector coil for nuclear magnetic reso-
nance spectroscopy. A lift-off process was used to create
the 5 mm diameter coil for the glass chip. While separations
were accomplished with the device, the NMR detection was
only successful for high concentration samples.

3.2. Integrated detectors for laser induced fluorescence

Roulet et al.[97] developed a glass (Pyrex) device with
an integrated micro-optical system for laser induced floures-
ence (LIF) detection. The integrated optical system consisted
of arrays of circular or elliptical microlenses (fabricated by
a photoresist melting technique[98]) and apertures (which
are etched in a 300 nm thick chromium layer on the surface).
A unique off-axis illumination scheme, described in detail
in ref [99] was used which enables detection performance
comparable to that of a standard confocal system.

Webster et al.[100] presented a CE system with integrated
optical detection via a series of photodiodes integrated into
a silicon substrate. Other unique capabilities were also in-
corporated into the device including a thin film interference
filter, to prevent excitation light from interfering with the
fluorescence detection, and an on-chip grounding plate, to
prevent the high CE electric field from interfering with the
photodiode response. Separation results of DNA fragments
revealed femtogram detection limits for the device.

Chabinyc et al.[101] introduced a disposable PDMS
based device containing CE channels (fabricated via the
rapid prototyping technique developed by this group[102])
and an integrated multimode optical fiber. The channel
substrate was then sealed with a thin PDMS layer and sepa-
rated from the reusable detector device (which consisted of
a PDMS embedded avalanche photodiode) by a polymeric
filter. Detection levels for fluorescein on the order of 25 nM
were observed. Another PDMS based device with inte-
grated hollow wave-guides for adsorption measurements in
chip-based electrophoresis was also presented by Splawn
and Lytle[103].

Qi et al. [104] presented a PMMA device with two inte-
grated fiber optics (excitation and collection) used for fluo-
rescence detection. A hot embossing fabrication technique
using nickel based molding dyes (prepared via a LIGA
technique) for obtaining extremely high aspect ratio chan-
nels was described along with a method for embedding an
optical fiber in a hard plastic. The device was used to per-
form electrophoretic separations of double stranded DNA
ladders using near-IR excitation. Sub-attomole detection
limits were observed.

Hubner et al.[105], Petersen et al.[106] and Morgensen
et al. [107] also developed devices for fluorescence detec-
tion with integrated wave-guides. Here the wave-guides
were monolithically integrated into microfluidic system
in three layers (buffer, core and cladding) via a plasma
enhanced chemical vapor deposition system and perma-
nently connected to the external light source, detection
and data processing units. Detection levels on the order of
250 pM to 100 nM were observed for different fluorescent
dyes.

3.3. Other detection or separation mechanisms

Galloway et al. [108] developed a PMMA separation
device with an integrated conductivity detector used for
monitoring separation (via microcapillary electrochro-
matography) of double stranded DNA fragments. Prior to
bonding, the platinum electrodes were manually inserted
into the channel matrix and the device was then sealed with
a flat sheet of PMMA. The channel walls were fuctionalized
to produce a C18-terminated surface to act as the stationary
phase in the separation. Ceriotti et al.[109] demonstrated
a PDMS microfluidic device with integrated octadecyl-
silanized silica microspheres with injection elements for
performing fritless capillary electrochromatography. The
microspheres were introduced via vacuum and the packing
was stabilized using a thermal treatment. Oleschuk et al.
[110] presented a glass device which integrated two weirs
within a sample channel to form a cavity in which octade-
cylsilane (ODS) coated silica beads (1.5–4�m diameter)
were trapped for electrochromatography. The design al-
lowed for fast exchange of the microspheres. Wang et al.
[111] presented a membrane chromatography system which
consisted of a capillary molded PDMS slab with embed-
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ded PVDF (poly(vinylidene fluoride)) membranes adsorbed
with BSA. Prest et al.[112] describes an integrated single
working electrode PDMS device for the isotachophoretic
separation of metal cations. The electrode was integrated
into the chip by placing it between the two polymer layers
prior to thermal bonding of the two substrates.

4. Devices for cell handling, sorting and
general analysis

In addition to on-chip DNA analysis and capillary elec-
trophoresis, there has been a large amount of research di-
rected towards the integration of microfluidic technologies
with different aspects of cellular analysis[6,20]. Recent
reviews have discussed these directions in the context of
single cell analysis by capillary electrophoresis[113], drug
development[114], tissue engineering[115], sample prepa-
ration for molecular diagnostics[11] and biosensors[116].

Fig. 4. (a) Microfluidic cytological tool, for cell counting and separation, consiting of an integrated microfabricated chip with a PDMS cover and molded
fluidic connections. Chip-on-chip configuration designed with two outlets, top and bottom electrodes and an experimental sorting chamber. The two chips
are assembled by pressure contact during a final 300◦C cure under N2. A grid design was used to allow the evacuation of the evaporated solvent. (b)
Latest design iteration of chip. (a) Reproduced from[117] by permission of the Royal Society of Chemistry, and (b) courtesy of S. Gawad.

Here, we review some of the interesting devices with ap-
plications in cell handling and microscale flow cytometry,
dielectrophoretic sorting, and other general cell analysis
techniques.

4.1. Cell handling and cytometry

Gawad et al.[117] presented a microfluidic cytological
tool, based on the micro Coulter particle counter principal,
for cell counting and separation. The device, shown inFig. 4,
consists of a glass–polymer chip with integrated channels
and electrodes and functions by introducing suspended par-
ticles into the measurement area, via pressure driven laminar
flow, where the spectral impedance of the cell is measured
and subsequently used to determine its size. Screening rates
on the order of 100 samples/s were reported. An interest-
ing study on the effectiveness of different electrode arrange-
ments, based on FEM simulations, and details of the sig-
nal conditioning technique were also presented in this work.
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The basics of the microchannel impedance spectroscopy
technique was presented by Ayliffe et al.[118].

Fu et al. [119] presented an integrated cell sorter, con-
structed via soft lithography (using both PDMS and RTV
elastomers). The device incorporated a three valve peri-
staltic pump (with dampers to minimize fluid pulsations) and
switching valves. Here an upper control layer that contained
a series of channels for introducing pressurized nitrogen and
vacuum are used to actuate the valves and pump. Both cell
sorting and cell trapping were demonstrated with this device.
This pressure driven version replaced an earlier, less inte-
grated, electroosmotic flow-based switching device[120],
which was also used for fluorescence-based DNA sorting
[121]. Information on the two-layer PDMS valve technique
is available from reference[122]. An important extension
of this work was outlined by Thorsen et al.[123], who de-
scribed one of the first very large scale (VLS) integrated mi-
crofluidic devices. In that work the valving technique was
combined with a multiplexing control scheme to allow ac-
cess to hundreds of on-chip reaction chambers and for se-
lected retrieval of products of interest.

Wolff et al. [124] presented a highly integrated microflu-
idic device for high-throughput fluorescent-activated cell
sorting. A second generation microfabricated fluorescent
activated cell sorting� (FacS) chip integrated a novel
“smoking chimney” pressure driven flow cell sheathing
configuration, a chamber for culturing the sorted cells and
wave-guides for cell detection.

Kruger et al.[125]demonstrated the feasibility of integrat-
ing micro-optical components and used a flip-chip technique
to bond a high gain photodiode directly over the sorting mi-
crochannel in their flow cytometry device. Using this de-
vice, cytometry calibration beads were sorted using off-chip
computer controlled valves coupled to the disposable chan-
nel device.

Cho et al.[126] demonstrated an integrated device for
separating motile from nonmotile sperm that they called a
termed MISS (microscale integrated sperm sorter). The de-
vice used a unique horizontal capillary driven flow scheme
where nonmotile sperm followed the flow streamline to the
waste reservoir, while motile sperm, which show much more
rapid cross streamline diffusion due to their relatively high
swim velocities, were separated from the main flow to a col-
lection reservoir.

Also of interest is the device of Huh et al.[127] who pre-
sented a disposable two-phase flow based cytometer made
from PDMS. Berger et al.[128] presented a magnetic cell
separation chip device that was comprised of an array of
magnetized wires embedded in a silicon substrate. The wires
were oriented at an angle to the flow stream that was pro-
posed to deflect the cells into a series of collection channels.

4.2. Dielectrophoretic cellular manipulation and sorting

Cui et al.[129] presented a linear traveling wave dielec-
trophoretic (twDEP) microchip with an array of integrated

electrodes. The electrodes were energized with sequentially
phase-shifted ac voltages to produce the traveling waves.
The device was demonstrated by separating latex beads and
rabbit heart cells. Details of the fabrication and design of the
device were presented in an earlier paper[130]. Wang et al.
[131] presented a similar device with an array of integrated
electrodes for dielectrophoretic field-flow-fractionation sep-
aration of cells. Also of interest is the integrated device by
Schnelle et al.[132] that used ac octode field cages to di-
electrophoretically trap latex particles.

4.3. General cellular analysis

Other devices of interest include the muscle cell analysis
chip developed by Li et al.[133] which integrated microflu-
idic channels with a thickness-shear mode (TSM) acoustic
wave sensor. The chip itself consisted of an upper glass plate
and a bottom quartz crystal sensor plate with patterned elec-
trodes for launching and detecting the acoustic waves. Both
cell and bath solutions were introduced into the chip via
pressure driven flow. Hediger et al. presented both modular
[134] and disposable[135] systems for electrical character-
ization of epithelial cell layers. The devices were composed
of polycarbonate membranes for support of the cell culture,
fluidic structures and integrated electrodes.

5. Devices for protein based applications

In general the development integrated microfluidic de-
vices that are specifically designed for protein analysis, be-
yond traditional CE chips, is less mature than some of the
applications already listed. Such work has however been ad-
dressed in some reviews[20,136], and more specifically by
Sanders and Manz[137], and Figeys and Pinto[138]. These
latter two authors provide a good review of chip based de-
vices for proteomics. As before, we present some examples
of the more highly integrated microdevices in this applica-
tion area general.

5.1. Protein digestion, identification and synthesis

Gao et al.[139] developed a PDMS based device enabling
protein digestion, peptide separation, and subsequent protein
identification. The device consisted of a capillary tube em-
bedded in a PDMS sandwich which contained a miniaturized
PVDF membrane reactor with adsorbed trypsin to catalyze
the protein digestion. The peptide products were then con-
centrated and resolved by electrophoretic separations prior
to electrospray ionization mass spectrometric analysis. Pres-
sure driven flow was used to drive the protein solutions
through the reactor and regulate the extent of digestion by
manipulating the dwell time. Another flow-through protein
digestion device was presented by Wang et al.[140] that
consisted of integrated beads of immobilized trypsin in a
microchannel.



D. Erickson, D. Li / Analytica Chimica Acta 507 (2004) 11–26 19

Yamamoto et al.[141] presented a hybrid PDMS/glass
microreactor device which was used for protein synthesis.
The device consisted of a sealed PDMS reaction chamber
that was placed in thermal contact with a glass temperature
control chip. Very rapid heating and cooling times (170 ms
for heating and 3 s for cooling) were observed due to the low
thermal mass of the reaction chamber. An earlier version of
the device was presented in[142].

Mizukami et al. [143] presented an integrated acrylic
microelectrophoresis chip with a photosensor array, man-
ufactured via a “stereolithography with double controlled
surface” method which was outlined in detail. The embed-
ded photosensor array provided real-time access to elec-
trophoretic signal at any location in the channel. The device
was used to conduct capillary gel electrophoresis separation
of two proteins.

5.2. Coupling of microfluidic devices with protein arrays
and mass spectrometry

A significant amount of research in this field has been
directed towards the coupling of microfluidic technologies
with protein arrays[144] and mass spectrometry[145]. An
example of the former is the work of Pawlak et al.[146] who
describe the integration of a Zeptosens protein array with a
microfluidic delivery system. The device had high sensitivity
and signal to noise ratio largely due to the integrated, planar
wave guide detection system. As is discussed by Figeys and
Pinto [138] widespread integration of microfluidic devices
with mass spectrometry required the incorporation of elec-
trospray ionization. Examples of this type of integration in-
clude the ESI emitter and sheath gas approach developed by
Wen et al.[147], the PDMS devices of Chen et al.[148] and
Chiou et al.[149], and the user-friendly device presented by
Pinto et al.[150].

5.3. Other devices of interest

Hansen et al.[151] introduced a highly integrated
microfluidic device for the rapid screening of protein crys-
tallization conditions, allowing for as many as 144 parallel
reactions each using only 10 nl of protein sample. The de-
vice was based upon a novel fluid metering and control
system, referred to as BIM or Barrier Interface Metering,
which used (in this case) 480 active valves. The device
(which evolved from earlier control schemes developed by
this group[122]) used a multi-layer elastomer construction
in which upper control channels were pressurized causing
the soft elastomer to expand and pinch off fluid channels in
a lower layer. A procedure for priming complex elastomer
based microfluidic systems (particularly dead end channels)
called pressurized outgas priming was also introduced. In
addition to showing highly integrated microfluidic control,
the device also demonstrated faster crystal growth than
conventional techniques.

Ekström et al.[152] presented a silicon microextraction
chip (SMEC) with an integrated weir structure for sample
clean-up and trace enrichment of peptides. The structure was
used to trap reversed-phase chromatography media (POROS
R2 beads), and facilitated sample purification and enzymatic
digestion of proteins by trapping beads immobilized with
trypsin. Improvements in the weir design were suggested by
Bergkvist et al.[153]. Also of interest is the glass microchip
developed by Bousse et al.[154] which integrated the re-
quired separation, staining, virtual destaining, and detection
steps for a protein sizing assay.

6. Integrated microfluidic devices for immunoassay

Generally a large number of repetitive steps are involved
in an immunoassay analysis, resulting in high time and la-
bor costs. As such the advantages in automation and re-
action rates offered by microfluidics are particularly well
suited to this application. Currently, the development of in-
tegrated devices for immunoassay is significantly less ad-
vanced than that for DNA analysis. A few reviews have
focused immunoassays using microfluidics[155,156]. Here
we review both surface and solution phase immunoassay
devices.

Rossier et al. [157] presented a polymeric dispos-
able microfluidic device with an integrated electrode for
enzyme-linked-immunosorbant-assay (ELISA). The inte-
grated electrodes allowed direct in-channel electrochemical
detection of the redox active enzyme substrate. Stokes et al.
[158] demonstrated a microfluidics chip with an integrated
photosensor array and associated amplifiers and control
logic for on-chip monitoring of bioassays (specificallyE.
coli). The device used pressure driven flow to introduce
detection targets to the reaction chamber where the tar-
gets were selectively captured with a series of immobilized
bioreceptors. A similar integrated circuit DNA hybridiza-
tion chip was presented in an earlier work by Vo-Dinh.
et al. [159]. Dodge et al.[160] presented an electrokineti-
cally controlled glass microfluidic chip with an integrated
reaction chamber for heterogeneous bioassays.

Bead based devices have been presented by Choi et al.
[161], whose device consisted of an integrated biofilter
(comprising of a planar electromagnet used to capture
magnetic beads that carried the target antigen), an electro-
chemical immunosensor (an interdigitated array of micro-
electrodes), and a series of custom designed microvalves
integrated onto a glass substrate. Further details about
the magnetic bead approach that used is available in an
earlier work by Choi et al.[162]. Sato et al.[163,164]
presented a glass immunoassay microchip that integrated
polystyrene beads, precoated with anti-CEA antibody, with
a microfluidic system using thermal lens microscopy as the
detection method. Using this device, reaction times were
reduced to as little as 1% of that required for a conventional
ELISA.
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Wang et al.[165] presented a microfluidic device for
conducting electrochemical enzyme immunoassays which
integrated precolumn reactions of alkaline phosphatase-
labeled antibody with the antigen, followed by elec-
trophoretic separation of the free antibody and antibody–
antigen complex. Cheng et al.[166] presented a channel-
based device with integrated mixing, reaction and separation
manifolds for performing affinity capillary electrophoresis
for immunoassay. The device also incorporated a printed
circuit board for routing electroosmotic control voltages to
the many reservoirs.

7. Integrated devices for chemical analysis, detection
and processing

7.1. Integrated microreactors

Microreactors form an integral component of many mi-
crofluidic devices and have been reviewed by a number of
authors, most notably by Haswell et al.[167–169]. These
authors have written a number of excellent reviews on some
of the promising advantages that microreactors have to of-
fer in terms of synthetic chemistry. Here we examine just a
few devices to provide an overview of the field.

Losey et al. [170] presented a highly integrated mi-
crofluidic device for two-phase mixing, and for conducting
heterogeneous, catalyzed reactions. The device consisted
of separate gas and liquid entrances which mixed and
flowed into one of 10 microchannels. All the microchannels
contained an intricate pattern of porous, high aspect ratio
posts (50�m diameter and 300�m tall, 60% void fraction)
which provided support for the catalyst. Titanium/platinum
films were also incorporated to provide on-chip heating
and temperature measurement. Fabrication of the channels
and integrated posts was done using a detailed silicon mi-
cromachining technique (of particular note is the technique
that was used to increase the porosity of the posts). Some
details of two-phase flow in microchannels and some inter-
esting comments on the thermal analysis of the device was
also presented, particularly with respect to the performance
of the heaters being entirely dependent on the packaging
scheme. Further details on a similar device and the chip
packaging are available from Losey et al.[171].

Brivio et al. [172] presented a continuous flow, glass/
silicon, channel based device for performing bio-chemical
reactions. This device integrated the chip with a matrix as-
sisted laser desorption ionization time of flight mass spec-
trometer. Flow through the system was accomplished by us-
ing the instrument vacuum. The device was manufactured
using a relatively new micromachining technique referred
to as powder blasting[173]. Also of interest was the re-
actor for chemical synthesis developed by Kikutani et al.
[174,175]. This device consisted of a series of three dimen-
sional channel-based glass microreactors, manufactured via
conventional photolithography and etching techniques.

7.2. Chemical detection and monitoring devices

A number of authors have developed integrated microflu-
idic devices intended for online monitoring or detection of
various chemical compounds. Kurita et al.[176] presented
a microfluidic device integrated with pre-reactor and dual
enzyme-modified microelectrodes for monitoring in vivo
glucose and lactate. The device itself consisted of two glass
plates bonded together using a UV curable resin, and used
carbon film electrodes. Moser et al.[177] developed a mi-
crofluidic flow through chip for simultaneous measurement
of glucose, lactate, glutamine, and glutamate. The glass chip
integrated a series of thin film platinum working electrodes
and an Ag/AgCl reference electrode which were coupled
to a data acquisition system using a printed circuit board.
Minimization of cross-talk and excellent long-term stability
were achieved by modifying the electrochemical transduc-
ers and utilizing photo-patternable enzyme membranes. Cai
et al. [178] introduced a microdevice with integrated dis-
pensing and microelectrodes that was used for the dynamic
amperometric detection of lactate from single heart cells.
Wu et al. [179] presented a glucose sensor for integration
into a microfluidic system which featured a separate work-
ing electrode and enzyme membrane that allowed for easier
fabrication. Also of interest is the integrated sequential injec-
tion manifold (termed a lab-on-valve) device for automated
sample processing for monitoring of small-scale fermenta-
tions developed Wu et al.[180]. The lab-on-valve concept
is based on that presented in an earlier work[181].

Hisamoto et al.[182] developed an integrated sequential
ion-sensing system that involved intermittent pumping of
plural organic phases into a microchannel, followed by con-
tact with a single aqueous solution (10−2 M KCl) to form
an organic two-layer flow in the microchannel. The organic
phases contained the same lipophilic pH indicator dye but
different ion-selective neutral ionophores. The different ions
were extracted into the different organic phases, and deter-
mined by thermal lens microscopy (TLM).

Badr et al.[183] and Johnson et al.[184] introduced a
centrifugal microfluidic device with integrated fluorescent
ion-selective optode membranes. This unique device con-
sisted of a channel/reservoir architecture etched into a hard
polymer disk where fluid control was accomplished by cen-
trifugal force and capillary force burst valves. The detection
mechanism was based on observing changes in the fluores-
cence properties of the membranes associated with the vary-
ing concentration of the analyte ions. The more recent of
these papers discusses the effectiveness of using laser diodes
as an excitation source, as the development of the device is
geared towards a CD type platform. The centrifugal fluidic
transport system used here is based on that developed by
Duffy et al. [185], who developed a hard plastic CD type
device for multiple enzymatic assays.

Ueno et al. presented a integrated an air-cooled cold
trap channel[186] and thin film heaters[187] in a mi-
crofluidic device for monitoring airborne benzene, toluene,
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ethylbenzene, and xylene (BTEX) gases. The Pyrex device
consisted of a series of concentration cells onto which gases
were adsorbed and then released using the thin film heater.
The cold trap channel prevented dilution of the gases prior
to reaching the detection sensor.

Timchalk et al.[188] presented an integrated microanalyt-
ical system for the analysis of lead in saliva based on square
wave anodic stripping voltammetry. The device consisted of
plug-in micropumps and an integrated microelectrochemical
flow cell with three electrodes.

7.3. Fuel processing devices and microfuel-cells

Though most of what has been outlined above has been
biological or biochemical in nature, there are several ap-
plications for integrated microfluidic devices beyond these
categories. One example is the development of miniaturized
fuel processing devices and microfuel-cells. These devices
are typically designed for sub-watt applications such as hand
held electronic devices[189] and will likely in the future be
integrated themselves into some of the lab-on-chip devices
discussed above.

Microfuel-cell designs and devices have been recently
published by Lee et al.[190] and Min et al.[191]. Tonkovich
et al.[192] presented some experimental results for a water
gas shift reactor designed for fuel processing applications.
The device consisted of a series of stacked sheets containing
an appropriate number of parallel microchannels for rapid
heat and mass exchange (few details on the manufacturing
of the device were presented in this work and the readers are
referred to reference[193] for more details). Millisecond re-

Fig. 5. Integrated fuel processor system, intended for use with a micro-fuel cell with an eye on providing power to remote electronic devices. The
assembly consists of two vaporizer/preheaters, a heat exchanger, a combustor, and a steam reformer. Reprinted from[194] with permission. The work
for this device was done by the Battelle Memorial Institute, Pacific Northwest Division.

action kinetics for the water gas shift reaction was observed
using the device.

Holladay et al.[194] present a impressive miniaturized
fuel reformer, shown inFig. 5. This was intended for use
with a microfuel-cell with a capability of providing power
to remote electronic devices. The assembly consisted of two
vaporizer/preheaters, a heat exchanger, a combustor, and a
steam reformer, and used methanol as the fuel and a propri-
etary catalyst. Thermal efficiencies on the order of 9% were
reported for the device. It was proposed that combining the
reformer with a fuel cell would provide efficiencies on the
same order of current Li-ion batteries. Further information
on the technologies used in this device is available in some
earlier references to this work[195,196]. Readers are also
referred to[197] for a description of a portable device in-
tended for military field use based on this technology.

8. Other devices of interest

8.1. Integrated optical sensing elements

The integration of high resolution optical sensing el-
ements into microfluidic devices is one of the inevitable
requirements of constructing truly portable lab on-chip
devices. Adams et al.[198] developed a technique for
integrating replica molded microchannels systems with a
complementary metal oxide semiconductor (CMOS) imag-
ing chip to develop an on-chip adsorption or fluorescence
microspectrometer. They were able to obtain absorption
signatures for dilute (<100�M) dye solutions. Camou et al.



22 D. Erickson, D. Li / Analytica Chimica Acta 507 (2004) 11–26

[199] introduced a PDMS device with embedded input and
output optical fibers and 2D lenses for integrated fluores-
cence spectroscopy. The integration of PDMS lenses was
shown to increase the sensitivity of the on-chip detection
method three-fold over the lensless device. In their work,
Ruano et al.[200] described the microfabrication processes
required for the successful manufacture, integration and
packaging of a microarray of integrated optical sensing
elements. Both optics and fluidics were integrated into the
device. A pumping system for delivering small amounts of
fluid across the array was also described. Baechi et al.[201]
presented a highly integrated microchannel system with
integrated valves (up to 330 valves/cm2), heaters and pho-
todiodes that was used for parallel processing and detection
of nanoparticles. The valves on this device were actuated
by a unique themopneumatic technique that involves the
heating of a confined air cavity. An interesting discussion
of thermal cross talk on such a device and a cooling method
are provided by Haefliger et al.[202].

8.2. Electronics cooling

One of the roadblocks in developing faster electronic chips
is the ability to reject the resistive heat released during op-
eration to prevent over heating and eventual failure of the
device. The high surface area-to-volume ratio of the mi-
crochannel, and the wide variety of silicon based materials
into which channels can be etched[203] provide the inte-
grated heat sink with excellent potential for providing some
relief of this bottleneck. Recently Jiang et al.[204] presented
a closed-loop two-phase cooling system for electronic cir-
cuits using a unique integrated electroosmotic pumping tech-
nique. Essentially electroosmotic flow was induced locally
through the application of an electric field across a porous
glass filter that in turn induced a pressure force to drive the
two-phase flow through the heat exchanger. The device is
able to reject 38 W of heat using 2 W of pumping power.
Schütze et al.[205] developed an integrated cooling sys-
tem which consisted of independently operated cooling mi-
crochannels that were etched into a thick copper layer. The
device was capable of heat dissipation on the order 20 W
per channel. Also of interest is the MEMS enabled droplet
impingement system developed by Amon et al.[206] and
the Pyrex/silicon device of Hesteroni et al.[207].

8.3. Integrated devices for fundamental analysis

Before closing it is worth while to briefly mention a few of
the integrated microfluidic devices which have been devel-
oped for the purpose of studying or developing unique mech-
anisms of microscale fluid flow. Park et al.[208] preformed
fundamental microfluidic flow studies on a silicon microflu-
idic device (fabricated via an RIE process) with 10 integrated
platinum RTDs (fabricated using a lift off process), for tem-
perature measurement. Pressure drop and micro-PIV mea-
surements that were taken revealed that the variation in fluid

properties along the length of the channel had a significant
effect on the flow resistance, but not on the velocity profile.
Selvaganapathy et al.[209] presented a unique “bubble free”
electroosmotic pumping scheme in which a periodic zero
net current, non-zero average potential was applied to a se-
ries of integrated electrodes along the length of the channel.
The non-zero average potential induced an electroomotic
flow while the zero net current minimized electrolytic
bubble formation allowing the integration of the electrodes
directly into the channel. Pollack et al.[210] described
an integrated device for micromanipulation of electrolyte
droplets via electrowetting. The device consisted of two
sets of opposing planar electrodes fabricated on glass sub-
strates. The advantage of this technique is that there are no
permanent channels or structures, making the device highly
reconfigurable. Lee et al.[211] introduced an integrated
microsystem for studying gas flows in complex microfluidic
systems. The device consisted of a microchannel system
with distributed and integrated pressure sensors. The same
group presented another system[212] consisting of inte-
grated heaters and a distributed temperature sensor array.
Lee et al. [213] presented a microfluidic heat sink with
integrated components to study the effects of channel size
and shape on the developing flow field, and on the thermal
performance of the microsystem. The device consisted of a
hybrid glass/silicon microchannel system with an integrated
heater to simulate the heat source, and a 10× 10 array of
temperature sensors. The device was used to examine the
fundamental aspects of two-phase flow and nucleation in
different channel sizes. Lao et al.[214] developed a silicon
device with integrated heaters for precise gas and liquid
phase temperature control.

9. Conclusions and outlook

In this work we have reviewed a sampling of recently re-
ported (between 2000 and mid 2003) integrated microfluidic
devices, otherwise known as lab-on-a-chip. The objective
was to present devices from a broad spectrum of applica-
tion areas, in order to provide a glimpse into the current
state-of-the-art in each of these fields. As we have stated,
the majority of microfluidics research has been concentrated
in those areas that have the highest potential for short-term
commercial success. In addition to these important appli-
cations, we have also examined a few emerging areas that
are not commonly covered in reviews of this sort in order
to provide a perspective beyond immediate commercial
interests.

The next 5 years are likely to be a critical stage in the fu-
ture development of highly integrated microfluidic devices.
As more and more devices based on microfluidic technol-
ogy reach commercialization within this time frame, it is
likely the market’s response to these early products that
will dictate the amount of both private and public funding
that will be allocated to the field in the future. Some of
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the major developments we foresee within this time period
include:

Decreased reliance on external equipment. The major-
ity of the chips described in this review are microscale
devices coupled to a macroscale infrastructure. While this
has allowed researchers to benefit from some of the afore-
mentioned advantages associated with the scaling down of
the size, it is highly desirable to decrease the reliance on
the external equipment, in order to achieve a higher de-
gree of portability and hence fully realize the advantages of
lab-on-a-chip technology. This requires further development
of on-chip raw sample pretreatment capability, miniaturized
optical sensors and detectors (e.g., lasers, waveguides, fluo-
rescent microscopes), and low consumption power source.

A further increase in the use of rapid prototyping tech-
niques and polymeric construction materials. One of the sig-
nificant developments in the field during the period covered
by this review is the increased use of polymeric materials
(as opposed to glass and silicon) and rapid prototyping tech-
niques. These novel techniques and materials have allowed
researchers to significantly reduce the time and cost asso-
ciated with going from idea to chip, and thus are likely to
become more and more prevalent in the near future. In addi-
tion, rapid prototyping microfabrication techniques require
a minimum of expensive, specialized equipment thereby en-
abling more researchers, with a diverse array of backgrounds
and potential applications, to enter the field with minimal
investment.

Increased use of “numerical prototyping” techniques
in the design of microfluidic devices. Simulation allows
researchers to rapidly determine how design changes will af-
fect chip performance, thereby reducing the number of pro-
totyping iterations. Perhaps even more importantly numer-
ical prototyping applied at the conceptual design stage can
provide (at worst) order of magnitude estimates of potential
chip performance enabling the researcher to take a fruitful
path from the beginning. An existing roadblock that limits
the use of numerical prototyping techniques is the relatively
specialized nature of the low-level numerical tools cur-
rently available. These tools typically require sophisticated
computational fluid dynamics skills that are not prevalent
amongst the chemists and biologists who currently domi-
nate the field. As a result numerical prototyping tends to be
an afterthought, rather than an initial step where the greatest
gains could be made. To alleviate this, high-level computa-
tional design tools, which can be run on a desktop computer,
must be developed with the skills of the end users in mind.

Acknowledgements

The authors are thankful for the financial support of the
Natural Sciences and Engineering Research Council through
a scholarship to D. Erickson and through a research grants to
D. Li. The financial support from Glynn Williams, through
a scholarships to D. Erickson, is also acknowledged.

References

[1] P. Gravesen, J. Branebjerg, O.S. Jensen, J. Micromech. Microeng.
3 (1993) 168.

[2] S.C. Terry, J.H. Jerman, J.B. Angell, IEEE Trans. Electron. Devices
ED-26 (1979) 1880.

[3] K.E. Petersen, IEEE Trans. Electron. Devices ED-26 (1979) 1918.
[4] E. Bassous, H.H. Taub, L. Kuhn, Appl. Phys. Lett. 31 (1977) 135.
[5] A. Manz, N. Graber, H.M. Widmer, Sens. Actuators B 1 (1990)

244.
[6] D.J. Beebe, G.A. Mensing, G.M. Walker, Annu. Rev. Biomed. Eng.

4 (2002) 261.
[7] S.C. Jakeway, A.J. de Mello, E.L. Russell, Fresenius J. Anal. Chem.

366 (2000) 525.
[8] T. Chovan, A. Guttman, Trends Biotechnol. 20 (2002) 116.
[9] A.J. Tüd̋os, G.A.J. Besselink, R.B.M. Schasfoort, Lab. Chip 1

(2001) 83.
[10] E. Verpoorte, Electrophoresis 23 (2002) 677.
[11] Y. Huang, E.L. Mather, J.L. Bell, M. Madou, Anal. Bioanal. Chem.

372 (2002) 49.
[12] T. Vo-Dinh, B. Cullum, Fresenius J. Anal. Chem. 366 (2000) 540.
[13] D. Erickson, D. Li, U.J. Krull, Anal. Biochem. 317 (2003) 186.
[14] M. Kock, A. Evans, A. Brunnschweiler, Microfluidic Technology

and Applications, Research Studies Press, Hertfordshire, UK, 2000.
[15] H. Becker, L.E. Locascio, Talanta 56 (2002) 267.
[16] J.M.K. Ng, I. Gitlin, A.D. Stroock, G.M. Whitesides, Electrophore-

sis 23 (2002) 3461.
[17] J.C. McDonald, D.C. Duffy, J.R. Anderson, D.T. Chiu, H. Wu,

O.J.A. Schueller, G.M. Whitesides, Electrophoresis 21 (2000) 27.
[18] F.-U. Gast, H. Fiehn, Lab. Chip 3 (2003) 6N.
[19] D.R. Reyes, D. Iossifidis, P.-A. Auroux, A. Manz, Anal. Chem. 74

(2002) 2623.
[20] P.-A. Auroux, D. Iossifidis, D.R. Reyes, A. Manz, Anal. Chem. 74

(2002) 2637.
[21] B.M. Paegel, R.G. Blazej, R.A. Mathies, Curr. Opin. Biotechnol.

14 (2003) 42.
[22] M.U. Martin, A.J. de Mello, A. Manz, Science 280 (1998) 1146.
[23] J.H. Daniel, S. Iqbal, R.B. Millington, D.F. Moore, C.R. Lowe, D.L.

Leslie, M.A. Lee, M.J. Pearce, Sens. Actuators A 71 (1998) 81.
[24] P. Wilding, L.J. Kricka, J. Cheng, G. Hvichia, M.A. Scoffner, P.

Fortina, Anal. Biochem. 257 (1998) 95.
[25] M.A. Burns, C.H. Mastrangelo, T.S. Sammarco, F.P. Man, J.R.

Webster, B.N. Johnson, B. Foerster, D. Jones, Y. Fields, A.R. Kaiser,
D.T. Burke, Proc. Natl. Acad. Sci. U.S.A. 93 (1996) 5556–5561.

[26] L.C. Waters, S.C. Jacobson, N. Kroutchinina, J. Khandurina, R.S.
Foote, J.M. Ramsey, Anal. Chem. 70 (1998) 5172.

[27] A.T. Woolley, D. Hadley, P. Landre, A.J. de Mello, R.A. Mathies,
M.A. Northrup, Anal. Chem. 68 (1996) 4081.

[28] J. Liu, M. Enzelberger, S. Quake, Electrophoresis 23 (2002) 1531.
[29] J. West, B. Karamata, B. Lillis, J.P. Gleeson, J. Alderman, J.K.

Collins, W. Lane, A. Mathewson, H. Berney, Lab. Chip 2 (2002)
224.

[30] A.V. Lemoff, A.P. Lee, Sens. Actuators B 63 (2000) 178.
[31] K. Sun, A. Yamaguchi, Y. Ishida, S. Matsuo, H. Misawa, Sens.

Actuators B 84 (2002) 283.
[32] A. Sayah, D. Solignac, T. Cueni, M.A.M. Gijs, Sens. Actuators A

84 (2000) 103.
[33] J. Cheng, P. Fortina, S. Surrey, L.J. Kricka, P. Wilding, Mol. Di-

agnosis 1 (1996) 183.
[34] J. Cheng, M.A. Shoffner, K.R. Mitchelson, L.J. Kricka, P. Wilding,

J. Chromatogr. A 732 (1996) 151.
[35] P.K. Yuen, L.J. Kricka, P. Fortina, N.J. Panaro, T. Sakazume, P.

Wilding, Genome Res. 11 (2001) 405.
[36] E.T. Lagally, P.C. Simpson, R.A. Mathies, Sens. Actuators B 63

(2000) 138.
[37] E.T. Lagally, C.A. Emrich, R.A. Mathies, Lab. Chip 1 (2001) 102.



24 D. Erickson, D. Li / Analytica Chimica Acta 507 (2004) 11–26

[38] E.T. Lagally, I. Medintz, R.A. Mathies, Anal. Chem. 73 (2001) 565.
[39] J. Khandurina, T.E. McKnight, S.C. Jacobson, L.C. Waters, R.S.

Foote, J.M. Ramsey, Anal. Chem. 72 (2000) 2995.
[40] I. Rodriguez, M. Lesaicherre, Y. Tie, Q. Zou, C. Yu, J. Singh,

L.T. Meng, S. Uppili, S.F.Y. Li, P. Gopalakrishnakone, Z.E. Sel-
vanayagam, Electrophoresis 24 (2003) 172.

[41] Q. Zou, U. Sridhar, Y. Chen, J. Singh, Z.E. Selvanayagam, T.M.
Lim, T. Yan, I. Rodriguez, L.M. Lesaicherre, in: Procedings of the
IEEE International Electronic Devices Meeting, Washington, DC,
2001, pp. 371–374.

[42] J.W. Hong, T. Fujii, M. Seki, T. Yamamoto, I. Endo, Electrophoresis
22 (2001) 328.

[43] M. Ueda, H. Nakanishi, O. Tabata, Y. Baba, Mater. Sci. Eng. 12
(2000) 33.

[44] M.T. McCaman, P. Murakami, E. Pungor Jr., K.M. Hahnenberger,
W.S. Hancock, Anal. Biochem. 291 (2001) 262.

[45] Y.R. Sohni, J.P. Burke, P.J. Dyck, D.J. O’Kane, Clin. Biochem. 36
(2003) 35.

[46] http://www.chem.agilent.com/
[47] Y. He, Y.H. Zhang, E.S. Yeung, J. Chormatogr. A 924 (2001) 271.
[48] Y. Liu, C.B. Rauch, R.L. Stevens, R. Lenigk, J. Yang, D.B. Rhine,

P. Grodzinski, Anal. Chem. 74 (2002) 3063.
[49] J. Yang, Y. Liu, C.B. Rauch, R.L. Stevens, R.H. Liu, R. Lenigk, P.

Grodzinski, Lab. Chip 2 (2002) 179.
[50] R.C. Anderson, X. Su, G.J. Bogdan, J. Fenton, Nucl. Acids Res.

28 (2000) E60.
[51] http://www.affymetrix.com/
[52] R. Lenigk, R.H. Liu, M. Athavale, Z. Chen, D. Ganser, J. Yang, C.

Rauch, Y. Liu, B. Chan, H. Yu, M. Ray, R. Marrero, P. Grodzinskia,
Anal. Biochem. 311 (2002) 40.

[53] R.M. Umek, S.W. Lin, J. Vielmetter, R.H. Terbrueggen, B. Irvine,
C.J. Yu, J.F. Kayyem, H. Yowanto, G.F. Blackburn, D.H. Farkas,
Y.-P. Chen, J. Mol. Diagn. 3 (2001) 74.

[54] Z.H. Fan, S. Mangru, R. Granzow, P. Heaney, W. Ho, Q. Dong, R.
Kumar, Anal. Chem. 71 (1999) 4851–4859.

[55] Z. H. Fan, P. York, S. Cherukuri, in: P.J. Hesketh, G. Barna, H.G.
Hughes (Eds.) Microstructures and Microfabricated Systems IV,
The Electrochemical Society, Pennington, NJ, 1997, pp. 86–93.

[56] T.M.-H. Lee, M.C. Carles, I.-M. Hsing, Lab. Chip 3 (2003) 100.
[57] D. Trau, T.M.H. Lee, A.I.K. Lao, R. Lenigk, I.-M. Hsing, N.Y. Ip,

M.C. Carles, N. J. Sucher Anal. Chem. 74 (2002) 3168.
[58] L.R. Huang, J.O. Tegenfeldt, J.J. Kraeft, J.C. Sturm, R.H. Austin,

E.C. Cox, Nature Biotechnol. 20 (2002) 1048.
[59] O. Bakajin, T.A.J. Duke, J. Tegenfeldt, C.-F. Chou, S.S. Chan, R.H.

Austin, E.C. Cox, Anal. Chem. 73 (2001) 6053.
[60] J. Han, H.G. Craighead, Science 288 (2000) 1026.
[61] C.J. Bruckner-Lea, T. Tsukuda, B. Dockendorff, J.C. Follansbee,

M.T. Kingsley, C. Ocampoc, J.R. Stults, D.P. Chandler, Anal. Chim.
Acta 469 (2002) 129.

[62] T. Tang, M.Y. Badal, G. Ocvirk, W.E. Lee, D.E. Bader, F. Bekkaoui,
D.J. Harrison, Anal. Chem. 74 (2002) 725.

[63] K.A. Wolfe, M.C. Breadmore, J.P. Ferrance, M.E. Power, J.F. Con-
roy, P.M. Norris, J.P. Landers, Electrophoresis 23 (2002) 727.

[64] M.C. Breadmore, K.A. Wolfe, I.G. Arcibal, W.K. Leung, D. Dick-
son, B.C. Giordano, M.E. Power, J.P. Ferrance, S.H. Feldman, P.M.
Norris, J.P. Landers, Anal. Chem. 75 (2003) 1880.

[65] R.L. St. Claire, Anal. Chem. 68 (1996) 569R.
[66] N.A. Lacher, K.E. Garrison, R.S. Martin, S.M. Lunte, Electrophore-

sis 22 (2001) 2526.
[67] R.L. Chien, Electrophoresis 24 (2003) 486.
[68] E.A.S. Doherty, R.J. Meagher, M.N. Albarghouthi, A.E. Barron,

Electrophoresis 24 (2003) 34.
[69] P.G. Righetti, C. Gelfi, M.R. D’Acunto, Electrophoresis 23 (2002)

1361.
[70] W.R. Vandaveer, S.A. Pasas, R.S. Martin, S.M. Lunte, Electrophore-

sis 23 (2002) 3667.

[71] B.M. Paegel, C.A. Emrich, G.J. Weyemayer, J.R. Scherer, R.A.
Mathies, Proc. Natl. Acad. Sci. U.S.A. 99 (2002) 574.

[72] B.M. Paegel, S.H.I. Yeung, R.A. Mathies, Anal. Chem. 74 (2002)
5092.

[73] C.A. Emrich, H.J. Tian, I.L. Medintz, R.A. Mathies, Anal. Chem.
74 (2002) 5076.

[74] B.M. Paegel, L.D. Hutt, P.C. Simpson, R.A. Mathies, Anal. Chem.
72 (2000) 3030.

[75] Y. Shi, P.C. Simpson, J.R. Scherer, D. Wexler, C. Skibola, M.T.
Smith, R.A. Mathies, Anal. Chem. 71 (1999) 5354.

[76] J.C. Sanders, M.C. Breadmore, P.S. Mitchell, J.P. Landers, Analyst
127 (2002) 1558.

[77] R.P. Baldwin, T.J. Roussel Jr., M.M. Crain, V. Bathlagunda, D.J.
Jackson, J. Gullapalli, J.A. Conklin, R. Pai, J.F. Naber, K.M. Walsh,
R.S. Keynton, Anal. Chem. 74 (2002) 3690.

[78] D.J. Jackson, J.F. Naber, T.J. Roussel Jr., M.M. Crain, K.M. Walsh,
R.S. Keynton, R.P. Baldwin, Anal. Chem. 75 (2003) 3311.

[79] J. Lichtenberg, N.F. de Rooij, E. Verpoorte, Electrophoresis 23
(2002) 3769.

[80] J. Tanyanyiwa, P.C. Hauser, Anal. Chem. 74 (2002) 6378.
[81] M. Pumera, J. Wang, F. Opekar, I. Jelýnek, J. Feldman, H. Lowe,

S. Hardt, Anal. Chem. 74 (2002) 1968.
[82] J. Wang, M. Pumera, M.P. Chatrathi, A. Escarpa, R. Konrad, A.

Griebel, W. Dörner, H. Löwe, Electrophoresis 23 (2002) 596.
[83] J. Wang, B. Tian, E. Sahlin, Anal. Chem. 71 (1999) 5436.
[84] J. Wang, M.P. Chatrathi, A. Mulchandani, W. Chen, Anal. Chem.

73 (2001) 1804.
[85] J. Wang, A. Escarpa, M. Pumera, J. Feldman, J. Chromatogr. A

952 (2002) 249.
[86] R.M. Guijt, E. Baltussen, G. van der Steen, H. Frank, H. Billiet, T.

Schalkhammer, F. Laugere, M. Vellekoop, A. Berthold, L. Sarro,
G.W.K. van Dedem, Electrophoresis 22 (2001) 2537.

[87] A. Berthold, F. Laugere, H. Schellevis, C.R. de Boer, M. Laros,
R.M. Guijt, P.M. Sarro, M.J. Vellekoop, Electrophoresis 23 (2002)
3511.

[88] R.M. Guijt, E. Baltussen, G. van der Steen, R.B.M. Schasfoort, S.
Schlautmann, H. Billiet, H. Frank, G.W.K. van Dedem, A. van den
Berg, Electrophoresis 22 (2001) 235.

[89] D.-C. Chen, F.-L. Hsu, D.-Z. Zhan, C.-H. Chen, Anal. Chem. 73
(2001) 758.

[90] R.S. Martin, A.J. Gawron, S.M. Lunte, C.S. Henry, Anal. Chem.
72 (2000) 3196.

[91] A.J. Gawron, R.S. Martin, S.M. Lunte, Electrophoresis 22 (2001)
242.

[92] Y. Liu, D.O. Wipf, C.S. Henry, Analyst 126 (2001) 1248.
[93] C.-C. Wu, R.-G. Wu, J.-G. Huang, Y.-C. Lin, H.-C. Chang, Anal.

Chem. 75 (2003) 947.
[94] D.M. Osbourn, C.E. Lunte, Anal. Chem. 75 (2003) 2710.
[95] Y. Zeng, H. Chen, D.-W. Pang, Z.-L. Wang, J.-K. Cheng, Anal.

Chem. 74 (2002) 2441.
[96] J.D. Trumbull, I.K. Glasgow, D.J. Beebe, R.L. Magin, IEEE Trans.

Biomed. Eng. 47 (2000) 3.
[97] J.-C. Roulet, R. Volkel, H.P. Herzig, E. Verpoorte, N.F. de Rooij,

R. Dandliker, Anal. Chem. 74 (2002) 3400.
[98] J.C. Roulet, E. Verpoorte, R. Volkel, H.P. Herzig, N.F. de Rooij,

R.J. Dandliker, J. Microelectromech. Syst. 10 (2001) 482.
[99] J.-C. Roulet, R. Volkel, H.P. Herzig, E. Verpoorte, N.F. de Rooij,

R. Dandliker, Opt. Eng. 40 (2001) 814.
[100] J.R. Webster, M.A. Burns, D.T. Burke, C.H. Mastrangelo, Anal.

Chem. 73 (2001) 1622.
[101] M.L. Chabinyc, D.T. Chiu, J.C. McDonald, A.D. Stroock, J.F.

Christian, A.M. Karger, G.M. Whitesides, Anal. Chem. 73 (2001)
4491.

[102] D.C. Duffy, J.C. McDonald, O.J.A. Schueller, G.M. Whitesides,
Anal. Chem. 70 (1998) 4974.

[103] B.G. Splawn, F.E. Lytle, Anal. Bioanal. Chem. 373 (2002) 519.

http://www.chem.agilent.com/
http://www.affymetrix.com/


D. Erickson, D. Li / Analytica Chimica Acta 507 (2004) 11–26 25

[104] S. Qi, X. Liu, S. Ford, J. Barrows, G. Thomas, K. Kelly, A.
McCandless, K. Lian, J. Goettert, S.A. Soper, Lab. Chip 2 (2002)
88.

[105] J. Hubner, K.B. Mogensen, A.M. Jorgensen, P. Friis, P. Telleman,
J.P. Kutter, Rev. Sci. Instr. 72 (2001) 229.

[106] N.J. Petersen, K.B. Mogensen, J.P. Kutter, Electrophoresis 23 (2002)
3528.

[107] K.B. Mogensen, N.J. Petersen, J. Hübner, J.P. Kutter, Electrophore-
sis 22 (2001) 3930.

[108] M. Galloway, S.A. Soper, Electrophoresis 23 (2002) 3760.
[109] L. Ceriotti, N.F. de Rooij, E. Verpoorte, Anal. Chem. 74 (2002) 639.
[110] R.D. Oleschuk, L.L. Shultz-Lockyear, Y. Ning, D.J. Harrison, Anal.

Chem. 72 (2000) 585.
[111] P.-C. Wang, J. Gao, C.S. Lee, J. Chromatogr. A 942 (2002) 115.
[112] J.E. Prest, S.J. Baldock, P.R. Fielden, B.J.T. Brown, Analyst 126

(2001) 433.
[113] J.N. Stuart, J.V. Sweedler, Anal. Bioanal. Chem. 375 (2003) 28.
[114] B.H. Weigl, R.L. Bardell, C.R. Cabrera, Adv. Drug. Deliver. Rev.

55 (2003) 349.
[115] W.M. Saltzman, W.L. Olbricht, Nat. Rev. Drug Discov. 1 (2002)

177.
[116] J.J. Pancrazio, J.P. Whelan, D.A. Borkholder, W. Ma, D.A. Stenger,

Ann. Biomed. Eng. 27 (1999) 27.
[117] S. Gawad, L. Schild, Ph. Renaud, Lab. Chip 1 (2001) 76.
[118] H.E. Ayliffe, A.B. Frazier, R.D. Rabbitt, J. MEMS 8 (1999) 50.
[119] A.Y. Fu, H.-P. Chou, C. Spence, F.H. Arnold, S.R. Quake, Anal.

Chem. 74 (2002) 2451.
[120] A.Y. Fu, C. Spence, A. Scherer, F.H. Arnold, S.R. Quake, Nat.

Biotechnol. 17 (1999) 1109.
[121] H.-P. Chou, C. Spense, A. Scherer, S. Quake, Proc. Natl. Acad.

Sci. U.S.A. 96 (1999) 11.
[122] M.A. Unger, H.-P. Chou, T. Thorsen, A. Scherer, S.R. Quake,

Science 288 (2000) 113.
[123] T. Thorsen, S.J. Maerkl, S.R. Quake, Science 298 (2002) 580.
[124] A. Wolff, I.R. Perch-Nielsen, U.D. Larsen, P. Friis, G. Goranovic,

C.R. Poulsen, J.P. Kutter, P. Telleman, Lab. Chip 3 (2003) 22.
[125] J. Kruger, K. Singh, A. O’Neill, C. Jackson, A. Morrison, P.

O’Brien, J. Micromech. Microeng. 12 (2002) 486.
[126] B.S. Cho, T.G. Schuster, X. Zhu, D. Chang, G.D. Smith, S.

Takayama, Anal. Chem. 75 (2003) 1671.
[127] D. Huh, Y.C. Tung, H.H. Wei, J.B. Grotberg, S.J. Skerlos, K.

Kurabayashi, S. Takayama, Biomed. Microdevices 4 (2002) 141.
[128] M. Berger, J. Castelino, R. Huang, M. Shah, R.H. Austin, Elec-

trophoresis 22 (2001) 3883.
[129] L. Cui, D. Holmes, H. Morgan, Electrophoresis 22 (2001) 3893.
[130] L. Cui, H. Morgan, J. Micromech. Microeng. 10 (2000) 72.
[131] X.-B. Wang, J. Yang, Y. Huang, J. Vykoukal, F.F. Becker, P.R.C.

Gascoyne, Anal. Chem. 72 (2000) 832.
[132] Th. Schnelle, T. Muller, G. Fuhr, J. Electrostat. 50 (2000) 17.
[133] P.C.H. Li, W. Wanga, M. Parameswaran, Analyst 128 (2003) 225.
[134] S. Hediger, A. Sayah, J.D. Horisberger, M.A.M. Gijs, Biosens.

Bioelectron. 16 (2001) 689.
[135] S. Hediger, J. Fontannaz, A. Sayah, W. Hunziker, M.A.M. Gijs,

Sens. Actuators B 63 (2000) 63.
[136] J. Khandurina, A. Guttman, J. Chromatogr. A 943 (2002) 159.
[137] G.H.W. Sanders, A. Manz, Trends Anal. Chem. 19 (2000) 364.
[138] D. Figeys, D. Pinto, Electrophoresis 22 (2001) 208.
[139] J. Gao, J. Xu, L.E. Locascio, C.S. Lee, Anal. Chem. 73 (2001)

2648.
[140] C. Wang, R. Oleschuk, F. Ouchen, J. Li, et al., Rapid Commun.

Mass Spectrom. 14 (2000) 1377.
[141] T. Yamamoto, T. Nojima, T. Fujii, Lab. Chip 2 (2002) 197.
[142] T. Nojima, T. Fujii, K. Hosokawa, A. Yotsumoto, S. Shoji, I. Endo,

Bioproc. Eng. 22 (2000) 13.
[143] Y. Mizukami, D. Rajniak, A. Rajniak, M. Nishimura, Sens. Actu-

ators B 81 (2002) 202.
[144] D. Figeys, Proteomics 2 (2002) 373.

[145] D. Figeys, R. Aebersold, Electrophoresis 19 (1998) 885.
[146] M. Pawlak, E. Schick, M.A. Bopp, M.J. Schneider, P. Oroszlan, M.

Ehrat, Proteomics 2 (2002) 383.
[147] J. Wen, Y. Lin, F. Xiang, D.W. Matson, H.R. Udseth, R.D. Smith,

Electrophoresis 21 (2000) 191.
[148] S.H. Chen, W.C. Sung, G.B. Lee, Z.Y. Lin, P.W. Chen, P.C. Liao,

Electrophoresis 22 (2001) 3972.
[149] C.H. Chiou, G.B. Lee, H.T. Hsu, P.W. Chen, P.C. Liao, Sens.

Actuators B 86 (2002) 280.
[150] D. M Pinto, Y.B. Ning, D. Figeys, Electrophoresis 21 (2000) 181.
[151] C.L. Hansen, E. Skordalakes, J.M. Berger, S.R. Quake, Proc. Natl.

Acad. Sci. U.S.A. 99 (2002) 16531.
[152] S. Ekström, J. Malmström, L. Wallman, M. Löfgren, J. Nilsson, T.

Laurell, G. Marko-Varga, Proteomics 2 (2002) 413.
[153] J. Bergkvist, S. Ekström, L. Wallman, M. Löfgren, G. Marko-Varga,

J. Nilsson, T. Laurell, Proteomics 2 (2002) 422.
[154] L. Bousse, S. Mouradian, A. Minalla, H. Yee, K. Williams, R.

Dubrow, Anal. Chem. 73 (2001) 1207.
[155] R.M. Guijt, E. Baltussen, G.W.K. van Dedem, Electrophoresis 23

(2002) 832.
[156] Y. Fintschenko, G.S. Wilson, Mikrochim. Acta 129 (1998) 7.
[157] J.S. Rossier, H.H. Girault, Lab. Chip 1 (2001) 153.
[158] D.L. Stokes, G.D. Griffin, T. Vo-Dinh, Fresenius, J. Anal. Chem.

369 (2001) 295.
[159] T. Vo-Dinh, J.P. Alarie, N. Isola, D. Landis, A.L. Wintenberg, M.N.

Ericson, Anal. Chem. 71 (1999) 358.
[160] A. Dodge, K. Fluri, E. Verpoorte, N.F. de Rooij, Anal. Chem. 73

(2001) 3400.
[161] J.-W. Choi, K.W. Oh, J.H. Thomas, W.R. Heineman, H.B. Halsall,

J.H. Nevin, A.J. Helmicki, H.T. Henderson, C.H. Ahna, Lab. Chip
2 (2002) 27.

[162] J.-W. Choi, C.H. Ahn, S. Bhansali, H.T. Henderson, Sens. Actuators
B 64 (2000) 34.

[163] K. Sato, M. Tokeshi, H. Kimura, T. Kitamori, Anal. Chem. 73
(2001) 1213.

[164] K. Sato, M. Tokeshi, T. Odake, H. Kimura, T. Ooi, M. Nakao, T.
Kitamori, Anal. Chem. 72 (2000) 1144.

[165] J. Wang, A. Ibanez, M.P. Chatrathi, A. Escarpa, Anal. Chem. 73
(2001) 5323.

[166] S.B. Cheng, C.D. Skinner, J. Taylor, S. Attiya, W.E. Lee, G. Picelli,
D.J. Harrison, Anal. Chem. 73 (2001) 1472.

[167] S.J. Haswell, R.J. Middleton, B. O’Sullivan, V. Skelton, P. Watts,
P. Styring, Chem. Commun. 5 (2001) 391.

[168] S.J. Haswell, P. Watts, Green Chem. 5 (2003) 240.
[169] S. Haswell, V. Skelton, Trends Anal. Chem. 19 (2000) 389.
[170] M.W. Losey, R.J. Jackman, S.L. Firebaugh, M.A. Schmidt, K.F.

Jensen, J. MEMS Syst. 11 (2002) 709.
[171] M.W. Losey, M.A. Schmidt, K.F. Jensen, in: W. Ehrfeld (Ed.),

Microreaction Technology: Industrial Prospects, Springer, Berlin,
Germany, 2000, pp. 277–286.

[172] M. Brivio, R.H. Fokkens, W. Verboom, D.N. Reinhoudt, N.R. Tas,
M. Goedbloed, A. van den Berg, Anal. Chem. 74 (2002) 3972.

[173] P.J. Slikkerveer, P.C.P. Bouten, F.C.M. de Haas, Sens. Actuators 85
(2000) 296.

[174] Y. Kikutani, A. Hibara, K. Uchiyama, H. Hisamoto, M. Tokeshia,
T. Kitamori, Lab. Chip 2 (2002) 193.

[175] Y. Kikutani, T. Horiuchi, K. Uchiyama, H. Hisamoto, M. Tokeshia,
T. Kitamori, Lab. Chip 2 (2002) 188.

[176] R. Kurita, K. Hayashi, X. Fan, K. Yamamoto, T. Kato, O. Niwa,
Sens. Actuators B 87 (2002) 296.

[177] I. Moser, G. Jobst, G.A. Urban, Biosens. Bioelectron. 17 (2002)
297.

[178] X. Cai, N. Klauke, A. Glidle, P. Cobbold, G.L. Smith, J.M. Cooper,
Anal. Chem. 74 (2002) 908.

[179] J. Wu, J. Suls, W. Sansen, Sens. Actuators B 78 (2001) 221–227.
[180] C.-H. Wu, L. Scampavia, J. Ruzicka, B. Zamost, Analyst 126 (2001)

291.



26 D. Erickson, D. Li / Analytica Chimica Acta 507 (2004) 11–26

[181] J. Ruzicka, Analyst 125 (2000) 1053.
[182] H. Hisamoto, T. Horiuchi, K. Uchiyama, M. Tokeshi, A. Hibara,

T. Kitamori, Anal. Chem. 73 (2001) 5551.
[183] I.H.A. Badr, R.D. Johnson, M.J. Madou, L.G. Bachas, Anal. Chem.

74 (2002) 5569.
[184] R.D. Johnson, I.H.A. Badr, G. Barrett, S. Lai, Y. Lu, M.J. Madou,

L.G. Bachas, Anal. Chem. 73 (2001) 3940.
[185] D.C. Duffy, H.L. Gillis, J. Lin, N.F. Sheppard Jr., G.J. Kellogg,

Anal. Chem. 71 (1999) 4669.
[186] Y. Ueno, T. Horiuchi, O. Niwa, Anal. Chem. 74 (2002) 1712.
[187] Y. Ueno, T. Horiuchi, T. Morimoto, O. Niwa, Anal. Chem. 73

(2001) 4688.
[188] C. Timchalk, T.S. Poet, Y. Lin, K.K. Weitz, R. Zhao, K.D. Thrall,

AIHAJ 62 (2001) 295.
[189] A. Heinzel, C. Hebling, M. Muller, M. Zedda, C. Muller, J. Power

Sources 105 (2002) 250.
[190] S.J. Lee, A. Chang-Chien, S.W. Cha, R. O’Hayre, Y.I. Park, Y.

Saito, F.B. Prinz, J. Power Sources 112 (2002) 410.
[191] K.B. Min, S. Tanaka, M. Esashi, Electrochemistry 70 (2002) 924.
[192] A.Y. Tonkovich, J.L. Zilka, M.J. LaMont, Y. Wang, R.S. Wegeng,

Chem. Eng. Sci. 54 (1999) 2947.
[193] US Patent 5,611,214.
[194] J.D. Holladay, E.O. Jones, M. Phelps, J. Hu, J. Power Sources 108

(2002) 21.
[195] A.Y. Tonkovich, J.L. Zilka, M.J. Lamont, Y. Wang, R.S. Wegeng,

Chem. Eng. Sci. 54 (1999) 2947.
[196] T.A. Ameel, R.O. Warrington, R.S. Wegeng, M.K. Drost, J. Eng.

Conv. Man. 38 (1996) 969.
[197] D.R. Palo, J.D. Holladay, R.T. Rozmiarek, C.E. Guzman-Leong, Y.

Wang, J. Hu, Y.-H. Chin, R.A. Dagle, E.G. Baker, J. Power Sources
108 (2002) 28.

[198] M.L. Adams, M. Enzelberger, S. Quake, A. Scherer, Sens. Actuators
A 104 (2003) 25.

[199] S. Camou, H. Fujita, T. Fujii, Lab. Chip 3 (2003) 40.
[200] J.M. Ruano, A. Glidle, A. Cleary, A. Walmsley, J.S. Aitchison, J.M.

Cooper, Biosens. Bioelectron. 18 (2003) 175.
[201] D. Baechi, R. Buser, J. Dual, Sens. Actuators A 95 (2002) 77.
[202] D. Haeflinger, D. Baechi, J. Dual, R. Buser, J. Microsystem Technol.

6 (2000) 229.
[203] C. Perret, Y. Avenas, C. Gillot, J. Boussey, C. Schaeffer, Eur. Phys.

J. Appl. Phys. 18 (2002) 115.
[204] L. Jiang, J. Mikkelsen, J.-M. Koo, D. Huber, S. Yao, L. Zhang, P.

Zhou, J.G. Maveety, R. Prasher, J.G. Santiago, T.W. Kenny, K.E.
Goodson, IEEE T. Compon. Pack. T 25 (2002) 347.

[205] J. Schütze, H. Ilgen, W.R. Fahrner, IEEE T. Ind. Electron. 48 (2001)
281.

[206] C.H. Amon, J. Murthy, S.C. Yao, S. Narumanchi, C.F. Wu, C.C.
Hsieh, Exp. Thermal Fluid Sci. 25 (2001) 231.

[207] G. Hetsroni, A. Mosyak, Z. Segal, G. Ziskind, Int. J. Heat Mass
Trans. 45 (2002) 3275.

[208] H. Park, J.J. Pak, S.Y. Son, G. Lim, I. Song, Sens. Actuators A
103 (2003) 317.

[209] P. Selvaganapathy, Y.-S.L. Ki, P. Renaud, C.H. Mastrangelo, J.
MEMS Sys. 11 (2002) 448.

[210] M.G. Pollack, A.D. Shenderov, R.B. Fair, Lab. Chip 2 (2002) 96.
[211] S.Y.K. Lee, Z.T.F. Yu, M. Wong, Y. Zohar, J. Micromech. Microeng.

12 (2002) 96.
[212] L. Jiang, M. Wong, Y. Zohar, Sens. Actuators A 82 (2000) 108.
[213] M. Lee, Y. YanWong, M. Wong, Y. Zohar, J. Micromech. Microeng.

13 (2003) 155.
[214] A.I.K. Lao, T.M.H. Lee, I-M. Hsing, N.Y. Ip, Sens. Actuators A

84 (2000) 11.


	Integrated microfluidic devices
	Introduction
	Integrated microfluidic devices for DNA analysis
	Polymerase chain reaction (PCR)
	Integrated PCR and separation based detection
	Integrated DNA hybridization
	Other devices of interest

	Devices for separation based detection
	General capillary electrophoresis
	Integrated detectors for laser induced fluorescence
	Other detection or separation mechanisms

	Devices for cell handling, sorting and general analysis
	Cell handling and cytometry
	Dielectrophoretic cellular manipulation and sorting
	General cellular analysis

	Devices for protein based applications
	Protein digestion, identification and synthesis
	Coupling of microfluidic devices with protein arrays and mass spectrometry
	Other devices of interest

	Integrated microfluidic devices for immunoassay
	Integrated devices for chemical analysis, detection and processing
	Integrated microreactors
	Chemical detection and monitoring devices
	Fuel processing devices and microfuel-cells

	Other devices of interest
	Integrated optical sensing elements
	Electronics cooling
	Integrated devices for fundamental analysis

	Conclusions and outlook
	Acknowledgements
	References


